
Procognitive LED luminaires

Spectrasol ADDAM
LINEAR LUMINAIRES FOR INDIRECT DAYLIGHT LIGHTING

LUMINAIRE DESCRIPTION

The patented Spectrasol linear LED luminaire illuminates your interior 
with artificial light that closely resembles natural sunlight. Thanks to its 
balanced spectral composition (SPD), which positively influences the 
body's circadian rhythms through the non-visual system of the eye (NIF), 
you get biologically optimised full-spectrum lighting that supports overall 
health, physical and mental vitality, and cognitive functions (cognitive 
performance and endurance, concentration, attention, speed of thought, 
ability to understand information, memorisation and recall) indoors 
during the day.

Spectrasol luminaires do not emit concentrated energy in the short 
wavelengths of the blue part of the light spectrum in the harmful blue light 
range, which increases the risk of macular degeneration. Spectrasol, on 
the other hand, regenerates the eyes by emitting energy in the red, 
photobiomodulation part of the light spectrum, which acts as a 
compensatory factor for harmful blue light with both preventive and 
therapeutic effects.

The Spectrasol Linear luminaire is designed for indirect lighting, as 
hanging it from the ceiling best mimics and evokes the feeling of a bright 
day. It lights up immediately at full power, is resistant to frequent 
switching, has a long service life and a suppressed flicker effect. The 
following can be used for connection existing electrical installation. The 
LED luminaire is manufactured in several standard lengths, and it is 
possible to connect multiple pieces to create long lines or shapes. 
Biodynamic versions of the luminaires are also available, which are 
equipped with warm white LEDs for evening use in addition to 
pro-cognitive LEDs.

Light parameters
light distribution
optical system
UGR
CCT real1
CCT measured2
CRI
DER mel (daylight mode)
Flicker
Calculated LED lifetime
Electrical parameters
Power supply
Connection

Control options
Mechanical parameters
Body
Extrusion cross-section
Surface finish
Dimensions of ceiling mount
Length of suspension cable
Colour of mount/ covers
Option of connecting in a line

Maximum ambient temperature
Protection
Packaging

1Actual CCT in a typical illuminated room
2Specific CCT of luminaire(spherical integrator)
3Must be addressed individually within the
project

indirect (direct)4
clear PMMA cover(opalescent)4
N/A (indirect lighting)
4800K (2300K)4
5000K (2400K)4
>95 (>97)4
(D65)=0,87 ; (D50)=1
flicker free
L80B20 70.000h

220-240V 50-60Hz
Screwless terminal block

ON/OFF, DALI

proprietary Aluminum extrusion
50x50mm (AxB)
anodised, RAL painted
106x51x28(mm)
80cm, individual
grey/white, individual
yes3

25°C
IP20
Mirelon + cover film

4Second CCT and CRI values only for BD variants 
CCT tolerance +/- 10%

VISUALISATION OF THE SPECTRASOL SPECTRAL COMPOSITION AND DESCRIPTION OF ITS KEY AREAS
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IP20 220-240V

5 YEARS
WARRANTY
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Does not emit concentrated energy in the harmful blue light range 
(415–455 nm)

Supressed harmful blue light
Does not damage retina cells

Balanced energy in the cyan procognitive range (460–500 nm)

Procognitive - Circadian melanopic energy
Supports the circadian system and resulting cognitive performance, 
health and mood

Peak emission in the photobiomodulation red range (~ 670 nm)

Regenerative photobiomodulation energy
Regenerates damaged retinal cells

Sunlight
(grey curve)



Order code Variants LED type PCB
Luminaire
luminous

flux

EDImel 
(D65; D50)

Luminaire
power con-

sumption
DALI 

number

adresses
for control

Length
[mm]

Standard
Lead

position 
[mm]

Cable position
[mm]

Weight of
luminaire 

 [lm]  [lm] [W] C d* e f [kg]
S03-04-001 Spectrasol ADDAM 1800 ELOX

Procognitive LED Spectrasol
5000 K CRI 95

Procognitive LED Spectrasol
5000 K CRI 95

Procognitive LED Spectrasol
5000 K CRI 95

Procognitive LED Spectrasol
5000 K CRI 95

Procognitive LED Spectrasol
5000 K CRI 95

Procognitive LED Spectrasol
5000 K CRI 95

8700 7560; 
8700 97 2

1800 80 50 1750

3,5S03-04-002 Spectrasol ADDAM 1800 RAL

S03-04-003 Spectrasol ADDAM 1800 DALI ELOX

S03-04-004 Spectrasol ADDAM 1800 DALI RAL

4,5S03-04-005
S03-04-006

Spectrasol ADDAM 1800 BD ELOX
Spectrasol ADDAM 1800 BD RAL

8700 7560; 
8700 97

3
LED 2400 K CRI 97

LED 2400 K CRI 97

LED 2400 K CRI 97

2450 - 42
S03-04-007 Spectrasol ADDAM 2400 ELOX

11600 10090; 
11600 126 4

2400 80 50 2350

4,3S03-04-008 Spectrasol ADDAM 2400 RAL

S03-04-009 Spectrasol ADDAM 2400 DALI ELOX

S03-04-0010 Spectrasol ADDAM 2400 DALI RAL

5,3S03-04-011
S03-04-012

Spectrasol ADDAM 2400 BD ELOX
Spectrasol ADDAM 2400 BD RAL

11600 10090; 
11600 126

5
3400 - 55

S03-04-019 Spectrasol ADDAM 3000 ELOX

14500 12610; 
14500 162 4

3000 80 50 1950

6S03-04-020 Spectrasol ADDAM 3000 RAL

S03-04-021 Spectrasol ADDAM 3000 DALI ELOX

S03-04-022 Spectrasol ADDAM 3000 DALI RAL

7,1S03-04-023
S03-04-024

Spectrasol ADDAM 3000 BD ELOX
Spectrasol ADDAM 3000 BD RAL

14500 12610; 
14500 162

5
4300 - 69

Tolerance of photometric quantities and luminaire power consumption +/- 10%

SPECTRASOL ADDAM VARIANTS

LIGHTING VISUALISATION

LUMINAIRE
CROSS-SECTION

DIMENSIONS SPECIFICATION
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